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End Of Sie
VARIABLE INERTIA CHARGING SYSTEM (VICS) CHECK VALVE (ONE-WAY) REMOVAL/INSTALLATION 
[FS]

A3U011313995W01

1. Disconnect the negative battery cable.
2. Remove the air hose, throttle body and intake manifold. (See 01–13B–6 INTAKE-AIR SYSTEM REMOVAL/

INSTALLATION [FS].)
3. Remove in the order indicated in the table.

4. Install in the reverse order of removal.
End Of Sie

VARIABLE INERTIA CHARGING SYSTEM (VICS) CHECK VALVE (ONE-WAY) INSPECTION [FS]
A3U011313995W02

1. Remove the VICS check valve (one-way). (See 01–13B–10 VARIABLE INERTIA CHARGING SYSTEM (VICS) 
CHECK VALVE (ONE-WAY) REMOVAL/INSTALLATION [FS].)

2. Blow through port A and verify that the air flows from port B.
• If not as specified, replace the VICS check valve (one-way).

3. Blow through port B and verify that the air does 
not flow from port A.

• If not as specified, replace the VICS check 
valve (one-way).

End Of Sie

Z3U0113W010

1 Vacuum hose
2 VICS check valve (one-way)

X3U113WD7

X3U113WD8
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JES4
Note
Opens up additional airspace behind butterfly valve, no air flowing through.




