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CONSUMER NOTICE:  The information and instructions in this bulletin are intended for use by skilled technicians.  Mazda technicians utilize the proper tools/ 
equipment and take training to correctly and safely maintain Mazda vehicles.  These instructions should not be performed by “do-it-yourselfers.”  Customers 
should not assume this bulletin applies to their vehicle or that their vehicle will develop the described concern.  To determine if the information applies, 
customers should contact their nearest authorized Mazda dealership. Mazda North American Operations reserves the right to alter the specifications and 
contents of this bulletin without obligation or advance notice. All rights reserved. No part of this bulletin may be reproduced in any form or by any means, 
electronic or mechanical---including photocopying and recording and the use of any kind of information storage and retrieval system ---without permission in 
writing.
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 Subject:
ENGINE WILL NOT START IN P-RANGE INTERMITTENTLY

Bulletin No: 05-012/08

Last Issued: 11/13/2008 

Service Bulletin Mazda North American Operations
Irvine, CA 92618-2922

2004 - 2008 MAZDA3 - ENGINE WILL NOT START IN P-RANGE INTERMITTENTLY
APPLICABLE MODEL(S)/VINS
2004-2008 Mazda3 vehicles with VINs lower than JM1BK**** ** 848579 (produced before November 1, 2007)

DESCRIPTION
On some vehicles, the shift position lamp in the instrument cluster does not come on in the “P” position, and the 
engine does not start. However, the engine can be started in the “N” position. This is due to rust on the connect-
ing point of the shift cable and lock cable lever causing the select lever not to move to the location where it is 
recognized as “P” range. There is no issue about the transmission reaching Park. This is only an issue about 
the confirming “P” indicator in the instrument cluster. A slit on the mud guard has been removed to prevent salt 
water from getting to the location where rust would occur.

Customers having this concern should have their vehicle repaired using the following repair procedure.

REPAIR PROCEDURE
1. Verify customer concern.

2. First verify that rust appears on the connecting point of the shift cable (A) and lock cable lever (B), then 
replace the lock cable lever with modified one by removing the nut (C) and washer (D). Also, replace the nut 
and washer.
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NOTE:
• When removing or installing the lock nut, always be sure to hold the lock cable lever with an 

adjustable wrench. Failure to use an adjustable wrench may cause TR switch breakage.
• If corrosion is present, apply penetrating oil to the shaft and nut threads before loosening.
• When loosening, if there is binding because of corrosion on the threads, work the nut back and 

forth until it comes off.

Tightening Torque: 31.4 Nm (3.2 - 4.7 kgf-m, 23.2 - 33.9 ft. lbf.)
3. Verify repair.

PART(S) INFORMATION

WARRANTY INFORMATION
NOTE:

• This warranty information applies only to verified customer complaints on vehicles eligible for war-
ranty repair. 

• This repair will be covered under Mazda’s New Vehicle Limited Warranty term.
• Additional diagnostic time cannot be claimed for this repair.

Part Number Description Qty.
B2YE-46-310 Lock Cable Lever 1
99922-1400 Nut 1
99971-1400 Washer 1

Warranty Type A 
Symptom Code 61
Damage Code 9Y
Part Number Main Cause B2YE-46-310
Quantity 1
Operation Number / Labor Hours: XXD3ZXRX / 0.4 Hrs (4AT/5AT)


